
I EARTH WORK
EARTH WORK IN EXCAVATION

1 Earth work in surface excavation not exceeding 30cm in
depth but exceeding 1.5m in width as well as 10 sqm on
plan including disposal of excavated earth, lead upto 50m
and lift upto 1.5m; disposed earth to be levelled and neatly
dressed.

1.01 All kinds of soil
2 Earth work in excavation over areas (exceeding 30cm in

depth. 1.5m in width as well as 10 sqm on plan) including
disposal of excavated earth, lead upto 50m and lift upto
1.5m; disposed earth to be levelled and neatly dressed.

2.01 All kinds of soil
3 Extra for every additional lift of 1.5 m or part thereof in:

3.01 All kinds of soil.
a 1.5m to 3.0m

Earth Filling
4 Filling available excavated earth (excluding rock) in

trenches, plinth, sides of foundations etc. in layers not
exceeding 20cm in depth: consolidating each deposited
layer by ramming and watering, lead up to 50 m and lift
upto 1.5 m

ANTI TERMITE TREATMENT
5 Diluting and injecting chemical emulsion for POST-

CONSTRUCTIONAL anti-termite treatment (excluding the
cost of chemical emulsion)

5.01 Treatment of soil under existing floors using chemical
imulsion @ one litres per hole,300 mm apart including drilling
12 mm diameter holes and plugging with cement mortar
1:2 (1 cement : 2 Coarse sand ) to match the existing floor.

a With Chiorpyriphos/Lindane E.C. 20% with 1 conncentration

II CONCRETE WORKS
CEMENT CONTRETE ( CAST-IN-SITU )

1 Providing and laying in position cement concrete of
specified grade excluding the cost of centering and
shuttering

1.01 1:2:4 (1 Cement :2 coarse sand : 4 stone aggregate 20 mm )

2 Centering and shuttering including strutting, propping etc.
and removal of form for

2.01 Foundations, footings, bases of columns
333.00 sqm

600.00 cum

7310.01 cum

4610.00 sqm

5995.00 cum

49.00 100 Sqm

BILL OF QUANTITY
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QUANTITY AMOUNT (Rs.)S.NO. DESCRIPTION OF ITEM UNIT
RATE (Rs.)

(IN FIGURE) (IN WORDS)
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Damp Proof Coarse
3 Providing and laying damp-proof course 40 mm thick with

cement concrete 1:2:4 (1 cement : 2 coarse sand : 4
graded stone aggregate).

4
Extra for providing and mixing water proofing material
'Impermo' or equivalent in cement concrete work @1 kg per
50kg of cement.

87.00 per bag

5

Applying a coat of residual petroleum bitumen of
penetration 80/100 of approved quality using 1.7 kg per
square metre on damp proof course after cleaning the
surface with brushes and finally with a piece of cloth lightly
soaked in kerosene oil.

334.00 sqm

III REINFORCED CEMENT CONCRETE WORKS
FORM WORK

1 Centering and shuttering including strutting, propping etc.
and removal of form for :

1.01 Using  Steel Sections
a Foundations, footings, bases of columns, etc. for mass

concrete

b Walls (any thickness) including attached
pilasters,butteresses,plinth and string courses etc. 523.00 sqm

c Suspended floors, roofs, landings, balconies and access
platform 9108.00 sqm

e Lintels, beams, plinth beams, girders, bressumers and
cantilevers 15381.00 sqm

f Columns,Pillars,Piers,Abutments,Posts and Struts 6976.00 sqm

g Stairs,(excluding landings) except spiral-staircases. 424.00 sqm

2 Extra for additional height in centering, shuttering where
ever required with adequate bracing,propping etc.
including cost of de-shuttering and decentring at all
levels,over a height of 3.5 m of every additional height of 1
metre or part thereof (Plan areato be measured).

2.01 Suspended floors, roofs, landings,beams and balconies
3 Providing, precast RCC Jali 1:2:4(1 cement:2 coarse sand: 4

stone aggregate 6mm nominal size) reinforced with 1.6mm
dia mild steel wire including centring & shuttering,
roughening cleaning, fixing and finishing in cement mortar
1:3 complete excluding plastering of the jambs, sills and
soffits.

3.01 50 mm thick

24.00 sqm

11549.00 sqm

334.00 sqm

1334.00 sqm
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Reinforcement steel
4 Reinforcement for R.C.C. work including straightening,

cutting, bending, placing in position and binding all
complete

4.01 Hot rolled deformed bars (Tor)
MISCELLANEOUS

5 Providing and filling in position bitumen mix filler of
Porportion 80 kg. of hot bitumen 1 kg. of cement and 0.25
cubicmetre of coarse sand for expansion joints.

6 Providing and fixing sheet covering over expansion joints
with iron screws as per design to match the colour / shade
of wall treatment.

6.01 Aluminium fluted strips 3.15 mm thick
b 200mm wide

DESIGN MIX CONCRETE
7 Providing and laying in position machine batched,

machine mixed and machine vibrated design mix cement
concrete of specified grade for reinforced cement
concrete structural elements, excluding the cost of
centring, shuttering , finishing and reinforcement . including
Admixtures in recommended proportions. ( as per IS 9103) to
accelerate, retard setting of concrete improve workability
without impairing strength and durability as per directions of
Engineer- in- charge

7.01 All work upto plinth level

7.02 Walls, columns, pillars, posts and struts 883.00 cum

7.03
Beams, plinth beams, girders, bressumers, cantilevers ,
Suspended floors lintels roofs and staircases including spiral
staircases , shelves etc.

4142.00 cum

IV BRICK WORK WITH F.P.S BRICKS
BRICK WORK UPTO PLINTH LEVEL

1 Brick work with F.P.S. bricks of class designation 7.5 in
foundation and plinth in:

1.01 Cement mortar 1:6 (1 cement : 6 fine sand)
a For Sub- Structure

b For Super- Structure 2455.00 cum

2 Extra for brick work in superstructure above plinth level upto
floor V level. 2455.00 cum

HALF BRICK MASONRY
3 Half brick masonry with bricks of class designation 7.5 in

foundations and plinth in :
3.01 cement mortar 1:4 (1 cement : 4 coarse sand)

a For Super- Structure

4 Extra for half brick masonry in superstructure above plinth
level upto floor V level. 13098.00 sqm

5
Extra for providing and placing in position 2 Nos 6mm dia.
M.S. bars at every third course of half brick masonry (with
F.P.S. bricks)

13098.00 sqm

13098.00 sqm

284.00 cum

1946.00 cum

33.00 metre

1.00

per cm
depth per
cm width
per 100m

1001332.00 Kg

BUILDING CIVIL AND EXT. DEV. WORKS MEDICAL COLLEGE BUILDING C 3



QUANTITY AMOUNT (Rs.)S.NO. DESCRIPTION OF ITEM UNIT
RATE (Rs.)

(IN FIGURE) (IN WORDS)

V WOOD WORKS
FRAMES AND TRUSSES

1 Providing wood work in frames of doors, windows, clerestory
windows and other frames, wrought framed and fixed in
position:

1.01 Teak wood
2 Providing and fixing panelling or panelling and glazing in

panelled or panelled and glazed shutters for doors,
windows and clerestory windows (Area of opening for
panel inserts excluding portion inside grooves or rebates to
be measured). Panelling for panelled or panelled and
glazed shutters 25 mm to 40 mm thick

2.01 Decorative lamination on one sides, Grade I, Type II
IS:12823

3 Providing and fixing ISI marked flush door shutters non-
decorative type, core of block board construction with
frame of 1st class hard wood and well matched
commercial 3 ply veneering with vertical grains or cross
bands and face veneers on both faces of shutters.

3.01 35 mm thick including ISI marked Stainless Steel butt hinges
with necessary screws.

3.02 30 mm thick including ISI marked Stainless Steel butt hinges
with necessary screws. 257.00 sqm

4
Extra for providing lipping with 2nd class teak wood battens
25 mm minimum depth on all edges of shutters (over all
area of door shutter to be measured)

628.00 sqm

MISCELLANEOUS - WOODWORK
5 Providing and fixing wooden moulded beading to door

and window frames with iron screws,plugs and priming coat
on unexposed surface etc. complete.

5.01 Teak wood
b 50x20mm

5.02 Second Class wood

b 50x20mm

6
Providing and fixing M.S. grills of required pattern in frames
of windows etc. with M.S. flats, square or round bars etc.
complete.

6.01 Fixed to openings / wooden frames with rawl plugs screws

7 Providing and fixing fly proof galvanised M.S. wire gauze to
windows and clerestory windows using galvanised M.S. wire
gage with average width of aperture 1.4 mm in both
directions with wire of dia. 0.63 mm.

7.01 With 1st Class wood beading 62x19 mm
8 Providing 40x5 mm flat iron hold fast 40 cm long including

fixing to frame with 10 mm diameter bolts, nuts and
wooden plugs and embeddings in cement concrete block
30x10x15 cm 1:3:6 mix (1 cement : 3 coarse sand : 6 graded
stone aggregate 20 mm)

3772.00 each

BRASS FITTINGS

9 Providing and fixing bright finished brass tower bolts (barrel
type) with necessary screws etc. complete

9.01 250x10mm

20.00 sqm

204.00 each

3386.00 kg

4836.60 metre

1448.00 metre

371.00 sqm

1257.00 sqm

26.65 cum
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10 Providing and fixing bright finished brass door latch with
necessary screws etc. complete

10.01 300x16x5mm

11

Providing and fixing bright finished brass 100mm mortice
latch with one dead bolt and a pair of lever handles with
necessary screws etc. complete (best make of approved
quality)

268.00 each

12 Providing and fixing bright finished brass handles with
screws etc. complete :

12.01 125mm

12.02 110mm 150.00 each

13 Providing and fixing bright finished brass hanging type floor
door stopper with necessary screws, etc. complete 426.00 each

ANODISED ALUMINIUM FITTINGS
14 Providing and fixing aluminium casement stays ISI marked

anodised (anodic coating not less than grade AC 10 as per
IS 1868) transparent or dyed to required colour and shade
with necessary screws etc.

1074.00 each

628.00 each

112.00 each
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VI STEEL WORK

1

Structural Steel work welded in built up sections,trusses and
framed work including cutting,hoisting,fixing in position and
applying a priming coate of approved sheel primer all
complete.

2
Providing and fixing M.S. fan clamp type I of 16 mm dia M
.S. bar bent to shape with hooked ends in R.C.C. slabs durirg
laying including painting the exposed portion of loop, all.

400.00 each

3

Extra over rate of item No. A9.21 for providing and fixing
M.S.fan clamp type II as per design in R.C.C. beams during
laying towards the additional height of the clamp due to
beam rib.

400.00 cm height

4 Steel work welded in built up sections/framed work
including cutting hoisting, fixing in position and applying a
priming coat of approved steel primer using structural steel
etc.as required.

4.01 In gratings, frames.ladders, railings, brackets, gates & similar works.

5 Providing and fixing handrail by welding etc. To steel ladder railing, balcony railing, staircase railing including applying a priming coat of steel primer.

5.01 M.S. Tube (Medium) 40mm nominal bore.

VII FLOORING WORKS

1
Providing 100mm thick soiling with approved quality of
stone including carraige, watering, ramming, consolidation
.
 STONE FLOORING

2 Marble stone flooring with 18mm thick marble stone
(sample of marble shall be approved by Engineer-in-
charge) over 20 mm (average) thick base of cement
mortar 1:4 (1 cement : 4 coarse sand) laid and jointed with
grey cement slurry including rubbing and polishing
complete with :

2.01 Raj nagar plain

3 Extra if pigment is used in the cement slurry to match the
shade of the marble slabs 206.17 sqm

4 Extra if white cement slurry is used instead of grey cement
slurry 206.17 sqm

5 Extra for nosing in marble stone for treads 363.26 rmt

KOTA STONE FLOORING
6 Kota stone slab flooring over 20mm (average) thick base

laid over and jointed with grey cement slurry mixed with
pigment to match the shade of the slab including rubbing
and polishing complete with base of 1 : 4 (1 cement : 4
coarse sand):

6.01 25 mm thick

206.17 sqm

223.00 sqm

1365.15 Kg

5063.00 sqm

1979.00 kg

125956.00 kg

BUILDING CIVIL AND EXT. DEV. WORKS MEDICAL COLLEGE BUILDING C 6



QUANTITY AMOUNT (Rs.)S.NO. DESCRIPTION OF ITEM UNIT
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7 Kota stone slabs 25 mm thick in risers of steps, skirting, dado
and pillars laid on 12 mm (average) thick cement mortar 1:3
and jointed with grey cement slurry mixed with pigment to
match the shade of the slabs. including rubbing and
polishing complete.

444.00 sqm

CERAMIC GLAZED TILES
8 Providing and fixing Ist quality ceramic glazed tiles

conforming to IS : 13753 of minimum thickness 5 mm of
approved make like NITCO, ORIENT, SOMANY KAJARIA, or
equivalent make in all colours, shades except begundy,
bottle green. black of any size as approved by Engineer-in-
Charge in skirting, risers of steps and dados over 12 mm
thick bed of Cement Mortar 1:3 and jointing with grey
cement slurry @ 3.3kg per Sqm including pointing in white
cement mixed with pigment of matching shade.

VITRIFIED/ GLAZED TILES
9 Providing and laying Vitrified floor tiles/Glazed floor

tiles/Glazed Vitrified tiles 610x610 mm (thicknessto be
specified by the manufacturer) of 1st quality conforming to
IS:13755 of NITCO, ORIENT, KAJARIA, SOMANY or equivalent
make in all colours, shades except White, Ivory, Grey, Fume
Red Brown laid on 20mm thick bed of Cement Mortar 1:4 (1
Cement : 4 Coarse sand)including pointing the joints with
white cement and matching pigments etc. complete.

VIII CEILING WORKS
GYPSUM BOARD FALSE CEILING
Providing & fixing at all height false ceiling of 12mm thick
tapered edge gypsum board conforming to IS 2095
including providing and fixing of frame work made of
special sections power pressed from MS Sheet and
galvanized in accordance with Zinc coating 600 as per IS
277 and consisting of angle cleats of size 25 mm wide x 1.6
mm thick with flanges of 22 mm and 37 mm at 1200 mm
center to center one flange fixed to the ceiling with dash
fastener 12.5 mm dia x 40 mm long with 6 mm dia bolts to
the angle hangers with nut and bolts to GI channels
45x15x0.9 mm running at the rate of 1200 mm center to
center which ceiling section 0.50 mm thick bottom wedge
of 80 mm with tapered direction perpendicular to GI wire
at every junction including fixing the gypsum board with the
ceiling section and perimeter channels 0.5 mm thick 27 mm
high having flanges of 20 mm and 30 mm long the
perimeter of ceiling fixed to wall partition with the help of
rawl plug at 450 mm fixed to a flush of tapered and square
edges of the gypsum board with recommended filler,paper
tapes, finisher

and two coats if primer suitable for gypsum board and also
including the coat of making opening for light fittings,grills
diffusers cutouts made with frame

15349.02 sqm

4034.28 sqm

1

9421.00 sqm
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IX ROOFING WORKS
DYNA ROOFING

1 Providing trapezoidal Profiled Sheet (width 1120 mm) DYNA
roofing complete (upto a pitch of 60 degrees) excluding
the cost of purlins, rafters and trusses.

1.01 0.80 mm thick
2 Providing Plain sheet ridges, gutter, valley fixed with

polymer coated J. or L hooks, bolts and nuts and Scres
complete

2.01 0.80 mm thick
X FINISHING WORKS

Note:- Rates for external plaster are for height upto 10m,
from
ground level unless otherwise stated.

1 CEMENT PLASTER (COARSE SAND)
1.01 12 mm Cement Plaster of mix:

a 1:4(1 cement:4 coarse sand)

1.02 15 mm Cement Plaster on rough side of single or half brick
wall of mix:

b 1:6(1 cement:6 coarse sand)

2
18 mm cement plaster in two coats 12 mm thick cement
plaster 1:5 (1 cement: 5 coarse sand) finished with a top
layer 6mm thick cement plaster 1:6 (1 cement: 6 fine sand)

7138.00 sqm

6 MM CEMENT PLASTER
3 6mm cement cement plaster of mix

3.01 1:3 (1 cement: 3 fine sand)
4 Extra for plastering exterior walls of height more than 10m

from ground level for every additional height of 3m or part
thereof:

a 3.0m to 6.0m

b 6.0m to 9.0m 5624.00 sqm

c 9.0 to 12.0m 4538.00 sqm

d 12.0 to 15.0m 3355.00 sqm

e 15.0 to 18.0m 2269.00 sqm

18.0 to 21.0m 1183.00 sqm

5
Providing and applying plaster of paris putty of 2mm
thickness over plastered surface to prepare the surface
even and smooth completes:

26193.00 sqm

6710.00 sqm

4046.00 sqm

19831.95 sqm

19831.95 sqm

377.00 Metre

6132.00 sqm
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White Wash

6 White wash with Lime to give an even shade:

6.01 New work (three or more coat)

Oil Bound Distemper
7 Distempering with oil bound washable distemper of

approved brand and manufacture to give an even shade:

7.01 New work (two or more coats) over and including priming
coat with cement primer

8 Applying one coat of cement primer of approved brand
and manufacture on wall surface:

8.01 Cement Primer
EXTERIOR FINISHING

9 Finishing walls with textured exterior paint "Sandtex Matt" of
M/s snowcem India Ltd. Or equivalent of required shade:

9.01 New work (Two or more coats applied @ 3.28 ltr/10 sqm)
over and including base coat of water proofing cement
paint applied @ 2.20 kg/10sqm

10 Applying Priming Coat
10.01 With ready mix red oxide zinc chromate primer of approved

brand and manufacture on steel galvanised iron/steel
works

11 Finishing with Epoxy paint (two or more coats) at all
locations prepared and applied as per manufacturer's
specifications including appropriate priming coat,
preparation of surface, etc. complete

11.01 On Steel Works:

12 Wall painting with plastic emulsion paint of approved brand
and manufacture to give even shade

12.01 Two or more coats on new work
13 Painting with Synthetic enamel paint of approved brand

and manufacture to give even shade
13.01 Two or more coats on new work

14 French Spirit polishing

14.01 Two or more coats on new works including a coat of wood
filler.

15

Forming groove of uniform size from 12*12 mm and upto
25*15 mm in plastered surface as per approved pattern
using wooden battens, nailed to the layer including
removal of wooden battens, repairs to the edge of plaster
panel and finishing the groove complete as per
specifications and direction of the engineer-in-Chief

10707.56 metre

888.00 sqm

321.26 sqm

38074.34 sqm

100.00 sqm

321.26 sqm

7138.00 sqm

20169.00 sqm

1150.00 sqm

1265.00 sqm
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XI ALUMINIUM WORKS
1 Providing and fixing aluminium work for doors, windows,

ventilators and partitions with extrudued built up standard
tubular sections/appropriate Z sections and other sections
of approved make confirming to IS: 733 and IS: 1285, fixed
with rawl plug and screws or with fixing clips or wiyh
expansion hold fastners including necessary filling up of
gaps at junction, at top, bottom and sides with required
PVC/neoprene felt etc. Aluminium sections shall be smooth,
rust free, straight, mitred and jointed mechanically
whereever required including cleat angle, aluminium snap
beading for glazing/panelling, C.P. brass/stainless steel
screws, all complete as per architectural drawing. (Glazing
and panelling to be paid seperately)

1.01 For Fixed Portion
a Polyester powder coated aluminium (minimum thickness of

polyester powder coating 50 mocrons)
2 For shutters of doors, windows, ventilators including

providing and fixing hinges/ pivots and making provision for
fixing of fitting wherever required including the cost of PVC/
neoprene gasket required (Fitting shall be paid seperately)

c Polyester powder coated aluminium (minimum thickness of
polyester powder coating 50 mocrons)

3 Providing & fixing glazing  in aluminium door, window, ventilator shutters and partitions etc. with PVC/neoprene gasket etc. complete as per the architectural drawings ( Cost of aluminium snap beading shall be paid in basic item)
3.01 With float glass panes of 5.50 mm thickness

4 Providing and fixing double action hydraulic floor spring of
approved brand and manufacture IS: 6315 marked, for
doors including cost of cutting floors as required,
embedded in floors and cover plates with brass pivot and
single piece M.S. sheet outer box with slide plate etc.
complete

4.01 With brass cover plate
5 Filling the gap in between aluminium frame & adjaacent

RCC/ Brick/ Stone work by providing weather silicon sealant
over backer rod of approved quality as per architectural
drawings.

5.01 Upto 5mm depth and 5mm width
6 Providing and fixing aluminium casement window fastener

of required length for aluminium windows with necessary
screws etc. complete

6.01 Polyester Powder coated minimum thickness 50 micron
aluminium

1075.00 each

435.00 metre

8.00 each

1122.00 Sqm

3180.00 kg

7420.00 kg
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XII WATER PROOFING

1

Providing and laying water proofing treatment to vertical
and horizontal surfaces of depressed portions of W.C.,
kitchen and th elike consisting of:
(i) 1st course of applying cement slurry @ 4.4 kg/sqm mixed
with water proofing compound conforming to IS 2645 in
recommended proportions including rounding off junction
of vertical and horizontal surface.
(ii) 2nd course of 20 mm cement plaster 1:3 (1 cement: 3
coarse sand) mixed with water proofing compound in
recommended proportion including rounding off junction of
vertical and horizontal  surface.
(iii) 3rd course of applying blown or residual bitumen
applied hot at 1.7kg. per sqm of area.
(iv) 4th course of 400 micron thick PVC sheet. (Overlaps at
joints of PVC sheet should be 100 mm wide and pasted to
each other with bitumen @ 1.7kg/sqm)

2 Providing and laying water proofing treatment in sunken portion of WCs, bathroom etc., by applying cement slurry mixed with water proofing compound consisiting of applying:(a) First layer of slurry of cement @ 0.488 kg/sqm mixed with water proofing cement compound @ 0.253 kg/sqm. This layerwill be allowed to air cure for 4 hours.(b) Second layer of slurry of cement @ 0.242 kg/sqm mixed with water proofing cement compound @ 0.126 kg/sqm.This layer will be allowed to air cure for 4 hours followed with water curing for 48 hours. The rate includes preparation of surface, treatment and sealing of alljoints, corners, junction of pipes and masonry with polymer mixed slurry472.00 sqm

XIII FIRE DOOR
1 120 minutes fire  Rated Door

1.1 Supply and fixing of hardwood red merranti door frame of
section 120 mm x 70 mm with heat activated intumescent
fire seal strip of section 10 mm x 4 mm 2 no. of Sealz, Fire &
Acoustic,Viper make . The frame is duly primed with FR
retardant primer FR880 type primer . The frame should be
fixed in existing opening with the help of anchor fastener of
appropriate size M10x120 mm long as per direction of
Engineer in Charge. The manufacturer company shall be
ISO 9001-2015 cerified.

1.2 Providing and fixing of 52mm thick Wooden fire rated door
shutters tested as per BS:476 Part- 20 & 22 & IS 3614 Part-2 for
stability, integrity and thermal insulation. Recommended
fire door manufacturer must have earlier evidence of
testing at CBRI for maximum rating of 2hrs tested either with
or without vision panel. The shutter should be minimum 50
mm thick with 3 mm thk commercial ply facing on both
faces with laminate of 1 mm thickness of any regular
grade as per direction of Engineer-in-charge . The core
insulation should be asbestos free comprising of two 10 mm
thick Calcium Silicate boards of Hilux / Pamtech type , a
100% without Asbestos, having density not more than
900Kg/M3 and thermal conductivity 0.14 W/m*K with non-
combustibility as per BS 476 part 4-1970 and class-1 surface
spread as per BS-476 Part-7-1971 . These boards
sandwiching fire resistance wool insulation filler faced with
minimum 3 mm thick commercial ply facing on both faces .
The shutter is provided with heat activated intum board
with recommended filler,paper tapes, finisher

218.58 Sqm

405.60 Rmt

1247.00 sqm
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1.3 Supply and fixing of Interlayer FR Glass of Saint-gobain,
Torch, Glaberwel make 11 mm thick interlayered , 120
minutes fire Rated with 15 minutes of insulation (EW120, EI
15 minutes ) Non Wired, Toughened Interlayer Glass of
approved make which can also withstand thermal shock
up to 800 degree centigrade shall be used as a glazing
(Vision Panel Top/side fixed glazing) and is to be fixed in
between the glass beading by using ceramic fiber in
accordance with BS : 476 Part 22/ EN 1363 EN 1364 for
stability and integrity of size 300 mm x 600mm (Clear vision )
and the manufacturer should have tested the glass of
similar or bigger size with any type of door framing from
CBRI Roorkee . The Location of the FR Glass will be as per
the directions of Engineer-in-charge ( Actual Glass size will
be measured for payment).as per the directions of Engineer-
in-charge. approved Glass Saint Gobain make

25.38 Sqm

1.4 Providing and fixing Stainless steel (Grade-304) ball bearing
hinges of size 100x 75 x3 mm of DORMA/GEZE/Backer fire
solution/Ingersol make with 50 mm S.S. screws etc.
complete as per direction of Engineer-in-charge. 564.00 each

1.5 Providing and fixing hydraulic door closser of BLC-0604
Backer Fire Solution /TS 89 F Dorma / TS2000 GEZE/ Ingersol
with necessary accessories and S.S. screws.

150.00 each

1.6 Providing and fixing Stainless Steel (Grade-304) D type Pull
Handel Back to Back of minimum300 mm long ( 19 mm dia
minimum) For Lift Lobby Fire Check Door of PHD2230 Backer
Fire Solution/ TGDID Dorma / GEZE / Ingersolwith necessary
accessories and S.S. screws etc. complete for Wooden Fire
Door

141.00 each

1.7 Providing and fixing Stainless Steel (Grade-304) Dead Lock
with 80 mm cylinder Both Side Key Operation for Wooden
Fire Check Door of Backer Fire Solution/ Dorma / GEZE /
Ingersol with necessary accessories and S.S. screws etc.
complete.

50.00 each

1.8 Providing and fixing Stainless Steel (Grade-304) Tower Bolt
for wooden fire check shutter (Barrel type) of size 250 mm of
BFBS1930 Backer Fire Solution / 9114306 DORMA/8157007
GEZE/ Ingersol with necessary accessories and S.S. screws
etc. complete.

71.00 each

1.9 Providing and fixing Stainless Steel TOUCH TYPE Panic Bar for
Staircas Door Dorma / GEZE / Backer Fire Solution/ Ingersol
or equivalent make push type panic bar triple point for
double leaf door fitted with required size of necessary
accesories and stainless steel screws etc. complete.

108.00 Set

1.10 Providing and fixing SS External Trim for Panic Bar to operate
from other side of the Panic Bar of Dorma (PHCRT 2905)/
GEZE / SBL (PEL 1905) with half cylinder 42 mm Series Backer
Fire Solution/ Ingersol or equivalent make Fitted with
necessary accesories and stainless steel screws etc.
complete.

108.00 Set

TOTAL COST (Rs.)-
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